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Data Set Description:
PI:	John E. Barnes 
Associate Investigator:	Russell Schnell
Instrument:	Lidar 
Site(s):	Boulder, Colorado
Measurement Quantities:	Aerosol Backscatter at 532 nm 

Contact Information:
Name:	John E. Barnes 
Address:	NOAA/Mauna Loa Observatory, 1437 Kilauea Ave., Hilo, Hawaii, 96720 
Phone:	(808) 933-6965 ext 222
FAX:	(808) 933-6967
Email:	John.E.Barnes@noaa.gov 

Name:	Russel Schnell
Address:	NOAA/ESRL/Global Monitoring and Diagnostics Laboratory
	325 Broadway, Boulder, CO   80303
Phone:	(303) 497-6733
FAX:	(303) 497-6920
Email:	Russell.C.Schnell@noaa.gov
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Instrument Description:
The lidar is based on a Big Sky Ultra laser (20 Hz, 0.6 Watt).  One 61 cm telescope is used with high and low altitude channels.  Photomultiplier tubes are used in the photon counting mode for both channels. The system first used a PC 80486 and the data acquisition electronics were MSC II boards made by Tennelec.  A new data acquisition board (AMCS) was installed in 2009 and the computer was updated to run Microsoft Windows.  Measurements are made during the night, usually once a week.

Algorithm Description:
The calculation is a single pass calculation (Fernald et al, 1972) which uses a reference altitude range (no aerosol) between 35 and 40 km.  This entire range is forced to an average aerosol backscatter of zero, with the altitude bins weighted by signal error.  The atmospheric density comes from the Denver, Colorado National Weather Service radiosondes and the MAP 85 model interpolated in time from monthly averages above the radiosonde.
 
Expected Precision/Accuracy of Instrument:
The error in the backscatter ratio is contained in the data file at each altitude.  The typical error is about 6% for the integrated aerosol stratospheric backscatter.  This error (Russell et al, 1979) accounts for the signal error both at the altitude being calculated and the reference altitude, and the error resulting from the transmission calculation.  

Instrument History:  
Aerosol backscatter was first measured in August, 1999 and has continued to the present.  
